


SJ12/16

kg/lb

B

kg/lb

A C D

E F G H

SJ12 1.37 m 1.78 m 0.69 m 0.86 m

SJ16 1.37 m 1.78 m 0.69 m 0.86 m

SJ12 5.65 m 3.65 m 0.46 m 0.78 m

SJ16 6.75 m 4.75 m 0.46 m 0.78 m

SJ12  4.0 km/h 863 kg 30% 227 kg

SJ16  4.0 km/h  980 kg 30% 227 kg

MPH
KM/H



SJ3014 micro

BA C D

E G H

SJ3014 2.05 m 0.76 m 1.28 m 0.51 m

SJ3014 6.4 m 4.4 m 0.76 m 1.49 m

kg/lb

kg/lb

SJ3014 3.0 km/h 820 kg 25% 240 kg

MPH
KM/H



SJ3215/19

BA C D

E G H I

SJ3215 1.80 m 1.67 m 0.66 m 1.55 m

SJ3219  1.80 m 1.78 m 0.66 m 1.55 m

SJ3215 6.57 m 4.57 m 0.91 m 0.81 m

SJ3219 7.79 m 5.79 m 1.04 m 0.81 m

kg/lb

kg/lb

SJ3215 0.91 m 3.4 km/h 1,148 kg 25% 272 kg

SJ3219 0.91 m 3.4 km/h 1,476 kg 25% 227 kg

MPH
KM/H



SJ3220/26

BA C D

E G H I

SJ3220 2.32 m 1.75 m 0.71 m 2.11 m

SJ3226 2.32 m 1.93 m 0.71 m 2.11 m

SJ3220 8.10 m 6.10 m 0.99 m 0.84 m

SJ3226 9.92 m 7.92 m 1.17 m 0.84 m

kg/lb

kg/lb

SJ3220 0.91 m 3.7 km/h 1,967 kg 25% 408 kg

SJ3226 0.91 m 3.7 km/h 2,014 kg 25% 227 kg

MPH
KM/H



SJ4720/26/32

BA C D

E G H I

SJ4720 2.32 m 1.72 m 1.07 m 2.11 m

SJ4726 2.32 m 1.90 m 1.07 m 2.11 m

SJ4732 2.32 m 1.99 m 1.07 m 2.11 m

SJ4720 8.10 m 6.10 m 0.99 m 1.19 m

SJ4726 9.92 m 7.92 m 1.17 m 1.19 m

SJ4732 11.75 m 9.75 m 1.27 m 1.19 m

kg/lb

kg/lb

SJ4720 1.22 m 2.9 km/h 2,040 kg 25% 590 kg

SJ4726 1.22 m 2.9 km/h 2,135 kg 25% 454 kg

SJ4732 1.22 m 2.9 km/h 2,571 kg 25% 318 kg

MPH
KM/H



SJ4740

BA C D

E G H I

SJ4740 2.40 m 2.03 m 1.06 m 2.19 m

SJ4740 13.80 m 11.80 m 1.41 m 1.19 m

kg/lb

kg/lb

SJ4740 0.91 m  3.0 km/h 2,970 kg 25% 350 kg

MPH
KM/H



SJ6826/32 RT

BA C D

E F G H

SJ6826 RT 3.35 m 1.61 m 1.42 m 2.44 m

SJ6832 RT 3.35 m 1.75 m 1.42 m 2.44 m

SJ6826 RT 9.92 m 7.92 m 1.23 m 1.76 m

SJ6832 RT 11.75 m 9.75 m 1.37 m 1.76 m

kg/lb

kg/lb

SJ6826 RT 1.52 m 6.1 km/h 3,500 kg 50% 567 kg

SJ6832 RT 1.52 m 6.1 km/h 3,685 kg 40% 454 kg

MPH
KM/H



SJ6832 RTE

BA C D

E F G H

kg/lb

kg/lbMPH
KM/H

SJ6832 RTE 2.72 m
(*3.35 m) 1.75 m 1.42 m 2.44 m

SJ6832 RTE 11.75 m 9.75 m 1.37 m 1.76 m

SJ6832 RTE 1.52 m 5.6 km/h 3,780 kg
(*3,845 kg) 45% 454 kg



SJ9233/43 RT

BA C D

E F G H

SJ9233 RT 4.42 m 1.94 m 1.90 m 7.12 m

SJ9243 RT 4.42 m 2.17 m 1.90 m 7.12 m

SJ9233 RT 12.06 m 10.06 m 1.62 m 2.30 m

SJ9243 RT 15.11 m 13.11 m 1.85 m 2.30 m

SJ9233 RT 1.52 m x 2 5.6 km/h 6,446 kg 40% 1,247 kg

SJ9243 RT 1.52 m x 2 5.6 km/h 7,081 kg 40% 908 kg

kg/lb

kg/lbMPH
KM/HA B

D

G

E
H

F C

A B

D

G

E
H

F C



SJ9253/9664 RT

A B

D

G

E
H

F C

A B

D

G

E
H

F C

BA C D

E F G H

SJ9253 RT 4.42 m 2.40 m 1.90 m 7.12 m

SJ9664 RT 4.57 m 2.77 m 1.90 m 7.21 m

SJ9253 RT 18.15 m 16.15 m 2.09 m 2.30 m

SJ9664 RT 21.51 m 19.51 m 2.45 m 2.44 m

SJ9253 RT 1.52 m x 2 5.6 km/h 8,215 kg 35% 681 kg

SJ9664 RT 1.52 m x 2 4.8 km/h 9,979 kg 30% 513 kg

kg/lb

kg/lbMPH
KM/H



SJ30 ARJE

kg/lbkg/lb
MPH
KM/H

SJ30 ARJE 5.51 m 180° 355° NC +77°/-65°

SJ30 ARJE 11.00 m
9.00 m

6.90 m
6.26 m 1.98 m 1.19 m

SJ30 ARJE 4.8 km/h 5,750 kg 35% 227 kg
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SJ45 AJ+

kg/lbkg/lb
MPH
KM/H

SJ45 AJ+ 2.29 m 6.00 m 170° 355° NC

SJ45 AJ+ 15.72 m
13.72 m

7.58 m 
6.93 m 7.45 m 2.06 m

SJ45 AJ+ +70°/-75° 4.0 km/h 5,075 kg 40% 300 kg

SJ45 AJ+

300 kg

m

m



SJ60 AJ+

kg/lbkg/lb
MPH
KM/H

SJ60 AJ+ 2.44 m 8.59 m 170° 360°

SJ60 AJ+ 20.29 m
18.29 m

12.21 m
11.56 m 8.31 m 2.54 m

SJ60 AJ+ +65°/-60° 4.0 km/h 8,557 kg 40% 300 / 454 kg

SJ60 AJ+

454 kg 300 kg

m

m



SJ85 AJ

kg/lbkg/lb
MPH
KM/H

SJ85 AJ 2.49 m 11.63 m 170° 360°

SJ85 AJ 27.91 m
25.91 m

17.72 m
17.07 m 10.36 m 2.67 m

SJ85 AJ +65°/-60° 4.0 km/h 16,965 kg 45% 227 / 341 kg
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341 kg 227 kg

SJ85 AJ



SJ45 T+

kg/lbkg/lb
MPH
KM/H

SJ45 T+ 8.83 m 170° 360° +65°/-60°

SJ45 T+ 15.75 m
13.75 m

12.75 m
12.10 m 2.40 m 2.29 m

SJ45 T+ 4.0 km/h 7,160 kg 40% 272 / 454 kg

SJ45 T+

15.2

16.7
m

13.7

12.2

10.7

9.1

7.6

6.1

15’

4.6

3.1

0

-1.5

-3.1 m
12.210.79.17.66.14.63.11.50-1.5-3.1

272 kg454 kg



SJ66 T+

kg/lbkg/lb
MPH
KM/H

SJ66 T+

SJ66 T+ 10.40 m 170° 360° +65°/-60°

SJ66 T+ 22.19 m
20.19 m

18.03 m
17.38 m 2.59 m 2.44 m

SJ66 T+ 7.2 km/h 12,485 kg 50% 272 / 454 kg
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SJ86 T

kg/lbkg/lb
MPH
KM/H

SJ86 T 12.95 m 170° 360° +65°/-60°

SJ86 T 28.21 m
26.21 m

24.07 m
23.42 m 3.13 m 2.49 m

SJ86 T 4.8 km/h 17,237 kg 45% 227 / 341 kg

21.30 3.1 6.1 9.1 12.2 15.2 18.3 24.3-3.1

-3.1

3.1

6.1

9.1
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0

341 kg 227 kg

m

m

SJ86 T
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Skyjack UK
Unit 1, Maes-y-Clawdd
Maesbury Road Industrial Estate
Oswestry, Shropshire, SY10 8NN
Tel: +44 (0) 1691 676235
Fax: +44 (0) 1691 676239
Email: info@skyjackeurope.co.uk

Skyjack Australia, PTY LTD.
Unit 1, 35 Honeycomb Drive
Eastern Creek
NSW 2766
Australia
Phone +61 (0) 2 9854 0700
Fax +61 (0) 2 9854 0777
Email: jcranmer@skyjack.com

Skyjack China
Room 8, Suite E,  Building No. 2 
686 Wuzhong Road
Shanghai 201103
Tel: +86 (0) 21 31357287
Fax: +86 (0) 21 31357290

Skyjack AB (SWEDEN)
Agnesbergsvägen 28
Agnesberg
424 38 
Tel: +46 (0) 31212245
Fax: +46 (0) 31212066

Skyjack SAS (FRANCE)
74 Rue Sibert
F-42400 Saint Chamond
Tel.  +33 (0) 4 78 73 53 32
Fax. +33 (0) 4 78 56 52 42

Skyjack Hebebühnen  
GMBH (GERMANY) 
Därmannsbusch 2a
58456 Witten
Tel:  +49 (0) 2302 20 26 909
Fax: +49 (0) 2302 20 25 671


